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Text Tree-Structure Menus ECLIPSE Series 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
To the 2. SETTINGS Menus 
 

 

There are several ways for setting parameters in text menus – that depends on the 
menu:  
 

- When the submenu allows choosing only one option or attribute, or parameter 
from a list, the installer scrolls down to the desired one and confirms his choice with 

 button. The set option is displayed with a “check” mark in front of it. The exit of 
the submenu is automatic. See Example 1. 
 

- When the submenu allows choosing of several options or attributes, or parameters 
at the same time then the installer has to scroll down to each one and to enable it with 

pressing the   button. The set option is displayed with a “check” mark in front of it. 
The installer has to move to the next option using the arrow buttons and so on. To 

disable an option, scroll down to it and press  button – the “check” mark will be 

deleted. When all the desired options are selected, the choice is confirmed with  
button. See Example 2. 

Example 1 (ECLIPSE 8) Example 2 (ECLIPSE 8) 

 

 
 

Engineer Code (7777) 

1. MAINTENANCE 1. VIEW LOG 

2. WALK TEST 

3. PGM TEST 

4. COMM TEST 

5. SW REVISION 

The text menus are available only in operation with LCD keyboard! 

The provided text tree structures are complete for Eclipse 99 control panel.  

For resources of supported User Codes, Zones, Areas, etc. in Eclipse 
8/8+/16/32 - refer to the detailed programming manual! 
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To the 3. User CODES Menus 
 
 

2. SETTINGS 01. AMBUSH CODE Disable / Enable 

02. KBD BLOCK Disable / Enable 

03. TRBL SOUNDS 

04. CONFIG. TIMER* 10 – 180 sec; [010] 

05. AC DELAY* 000 – 255 min; [030] 

06. SOUNDS TMPR Disable / Enable 

 

10. RESET MNG Pass: 0000 

 11. SYSTEM NAME 

12. TIME [00:00] 

 13. DATE [01/01/19] 

 14. MENU STYLE    ADDRESS 
   OPERATION 
✓ TEXT 

07. ALARM DELAY* Disable / Enable 

 08. HWR RESET Disable / Enable 

 09. PART DEFAULT 1. SETTINGS 
2. CODES 
3. INPUTS 
4. OUTPUTS 
5. PARTITIONS 
6. SCHEDULES 
7. COMMUNICATION 
8. DEVICES 

 

Use for menus 09 and 10! 
 
Partial reset: 
Choose the menu you want to reset. 
Select it with the arrow buttons. Enter in 
sequence digits 1,2,3,4, 5 and 6, and 
confirm with ENTER. 

 

NOTE!  
Use button: 

  to ENABLE 

or 02. CHIME (Eclipse 8) 

Technical Trouble: 
1. AC lost 
2. Battery trouble 
3. Blown fuse 
4. Communication trouble 
5. Tamper 
6. Sysbus trouble 
7. Fire line trouble 
8. Sounder trouble 
9. Invalid time and date 
10. WL Device trouble 
11. WL RF jamming 
12. AUX PSU trouble  

Disable / Enable 

 << TTE >> 

 

15. STANDARD* ✓ None 
    EN50131 G2 
    EN50131 G3 
 

* NOTE 
When the option EN50131 G2/G3 is 
enabled, the system automatically 
sets the following: 
04. CONFIG. TIMER [10-30 sec] 
05. AC DELAY [0-60 min] 
07. ALARM DELAY [Enabled] 
See also the notes at 3. Codes,        
6. Partitions and 9. Devices Menus. 
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To the 4. INPUTS Menus 

 

 

 

 

 

 

 

3. CODES 1. USERS 01. USER 1. OPTIONS ✓ DISARM ENABLE 
✓ PART.ARM ENABLE 
✓ BYPASS ENABLE 
✓ PROGRAM ENABLE 
✓ MANAGER ENABLE 

 

2. AREAS ✓ AREA 1 
✓ AREA 2 
    …. 
✓ AREA 16 

3. NAME 

4. PROXY OPTIONS ✓ DISARM ENABLE 
    ARM DISABLED 
    STAY ARM 
    FULL ARM 
✓ SLEEP ARM 

 

02. USER 

99. USER 

2. ENGINEER 1. ENG1 CODE 

2. ENG2 CODE 

3. CODE LENGTH* 

4. CODE CLONE 

4/ 6 

NOTE!  
Use buttons: 

  to DISABLE 

  to ENABLE 

5. TIMESLOT [01-16]; 00 

6. RC(A) FUNCT. 
(BRAVO RC/RC-41/ 

RC-11)  

* NOTE 
When the option EN50131 G3 is 
enabled, the system automatically 
sets: 3. CODE LENGTH to 6-digits, 
and that cannot be changed. 

 

NOTE! 
Timeslot numbers: 
Eclipse 32: 0-8 
Eclipse 99: 0-16 

✓ UNUSED 
    SLEEP ARM 
    STAY ARM 
    FIRE 
    MEDICAL 
    POLICE 
    PGM Switch 

7. RC(B) FUNCT. 
(BRAVO RC-41)  

✓ UNUSED 
    SLEEP ARM 
    STAY ARM 
    FIRE 
    MEDICAL 
    POLICE 
    PGM Switch 
 

NOTE! 
Available areas: 
Eclipse 8+: 1-3 
Eclipse 16: 1-3 
Eclipse 32: 1-8 
Eclipse 99: 01-16 
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To the 5. OUTPUTS Menus 

 

4. INPUTS 1. WIRING 1/2/3/4/5/6/7/8/9 

2. AUTO BYPASS 0-9; 6 

 3. INSTANT Disable / Enable 

 4. PULSE COUNT 1. PULSES 

 

2-9; 0 

2. TIME OUT 

 

000-255sec; 000 

5. ZONES 01. ZONE 

 

1. ATTACH 

 2. TYPE 

 

    UNUSED 
✓ ENTRY/EXIT 
   FOLLOW 
   INSTANT 
   FIRE 
   PANIC 
   TAMPER 
   MEDICAL 
   KEY SWITCH 
   AUXILIARY 
   ENTRY/EXIT 2 
 

3. AREAS ✓ AREA 1 
    AREA 2 
    …. 
    AREA 16 

4. OPTIONS 1 
    AUTO BYPASS 
✓ BYPASS 
    STAY ARM 
    SLEEP ARM 
    FORCE ARM 
    DOUBLE KNOCK 
    E / E FINAL 
    FAST / REGULAR 

5. OPTIONS 2 

5. OPTIONS 2 
    BELL DELAY 
    FIRE DELAY 
    REPORT ONLY 
    VIDEO ON ARMED 
    WRITE TO LOG 
    CHIME 
    PULSE COUNT 
    POWER UP DELAY 

 

6. KEY SWITCH 

6. KEY SWITCH 
    PULSE / LATCH 
✓ ARM DISABLED 
    STAY ARM 
    FULL ARM 
    SLEEP ARM 
    DISARM ENB 
    NORMAL / INVERT 
    IGNORE EXIT TIME 

 

7. AUXILIARY 
✓ 24h BURGLARY 
    AC LOSS 
    BATTERY LOW 
    WATER LEAKAGE 
    GAS 
    GSM LINK TRBL 
    LOW GAS LEVEL 
    HIGH TEMP. 
    LOW TEMP. 
    LOSS OF HEAT 

 

7. AUXILIARY 

8. NAME 

9. LINE RESIST 

Choose options 

 

Choose options 

 

Choose options 

 

NOTE!  
Use button: 

  to ENABLE 

4. OPTIONS 1 

99. ZONE 

 

6. ZONE CLONE 

Choose options 

NOTE!  
Use buttons: 

  to DISABLE 

  to ENABLE 

NOTE! 
Available areas: 
Eclipse 8+: 1-3 
Eclipse 16: 1-3 
Eclipse 32: 1-8 
Eclipse 99: 01-16 
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To the 6. PARTITIONS Menu 

 

or 5. OUTPUTS 1. PGM OPTION     FIRE OUTPUT 

Choose Parameter 1, 
according the 
activation event. 

Choose Parameter 2, 
according the 
activation event. 
 

    SERIAL LINK 

2. PGMs 01. PGM 

 

1. ATTACH 

 2.  OPTIONS 

 

    SIREN 
    INVERT 
    DELAY 
    PULSED FIRE 
    DEACT.TIM.UNIT 

99. PGM 

 

3. AREAS ✓ AREA 1 
    AREA 2 
    …. 
    AREA 16 

4. ACTIVATION 

5. ACT. PARAM  1 

6. ACT PARAM  2 

7. DEACT. TIMER 

Choose an option 

8. DELAY 000-255sec; 000 

 

4. ACTIVATION 
✓ AREA ARM 
    ALARM IN AREA 
    PANIC IN AREA 
    VALID CODE ENTER 
    AMBUSH CODE 
    BLOCKED KBD 
    VALID PROXY 
    INVALID PROXY 
    VALID RC 
    BRAVO RC Button 
    SYSTEM FAULT 
    ENG. MENU ENTRY 
    CHIME EVENT 
    VIDEO ON ARMED 
    FIRE RESET 
    TIMESLOT 
    REMOTE CONTROL 
    UNUSED 
    ZONE OPEN 
    ZONE BYPASS 
    ZONE TAMPER 
    ZONE IN ALARM 
    ZONE IN FIRE 
    ZONE IN MEDICAL 
   ALARM OR ENTRY TIME* 
 
* Eclipse 8/8+/16 

NOTE!  
Use button: 

  to ENABLE 

NOTE! 
Available areas: 
Eclipse 8+: 1-3 
Eclipse 16: 1-3 
Eclipse 32: 1-8 
Eclipse 99: 01-16 
 

NOTE!  
Use buttons: 

  to DISABLE 

  to ENABLE 

The types of the 
activation events 
are described in  
ТABLE 1 at menu 
“5. OUTPUTS”, see 
on page 54 in 
Engineering 
Programming 
Manual. 

 

(ECLIPSE 32/99) (ECLIPSE 8/8+) 

000-255sec; 000 
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To the 7. SCHEDULES Menu 

 

6. PARTITIONS 1. ACCOUNT LENGTH [4 / 6] 

2. DOUBLE KNOCK [1-5 min; 3] 

3. NO MOV ARM [001-255 min; 000] 

5. AREAS 1. AREA 

 

16. AREA 

 

02. ENTRY TIME* 

 

01. EXIT TIME 

 [E1] [E2] 
[0-255 sec; 015] 

[0-255 sec; 045] 

03. ALARM CYCLE 

E 

[0-255 min; 001] 

04. ACCOUNT 

E 

[FFFF] 

05. BELL OPTIONS 

E 

[Choose options 

06. ON/OFF OPTIONS* 

E 

[Choose options 

07. PANICS 

E 

[Choose options 

08. NAME 

E 

4. POSTPONE 

DELAY TIME 

09. BELL DELAY 

E 

[001-255 min; 010] 

[0-255 sec; 000] 

10. TIMESLOT 

E 

05. BELL OPTIONS 
    ARM SQUAWK 
    DISARM SQUAWK 
    AlarmMem  SQUAWK 
    10 MIN WARNING 
✓ FIRE ALARM DUR. 

06. ON/OFF OPTIONS 
    TIMESLOT DISARM 
    AUTO ARM F/S 
    DISARM CLR BRS 
✓ QUICK ARM* 
    ARM on NO MOVE 

07. PANICS 
    POLICE  
    SILENT POLICE 
    MEDICAL 
    SILENT MEDICAL 
    FIRE 

NOTE!  
Use buttons: 

  to DISABLE 

  to ENABLE 

[1-16; 00] 

NOTE! 
Available areas: 
Eclipse 8+: 1-3 
Eclipse 16: 1-3 
Eclipse 32: 1-8 
Eclipse 99: 01-16 

NOTE! 
Timeslot numbers: 
Eclipse 32: 0-8 
Eclipse 99: 0-16 

* NOTE 
When the option EN50131 G2/G3 is enabled, the system automatically sets the 
following: 
02. ENTRY TIMES: E1 and E2 are limited to [00-45 sec] 
06. ON/OFF OPTIONS [Quick ARM is disabled] 
 
[E1] - Entry Time 1 is used when the zone is set as ENTRY/EXIT type. 
[E2] - Entry Time 2 is used when the zone is set as ENTRY/EXIT 2 type. 
 



Eclipse 8/8+/16/32/99 Series - Engineer Text Menus (ver. 3.xx)
 

 
7 

Note: The menus are available only for ECLIPSE 32/99 control panel. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

To the 8. COMMUNICATION Menu 

 

NOTE!  
Use buttons: 

  to DISABLE 

  to ENABLE 

7. SCHEDULES 1. TIMESLOTS 1. TIMESLOT 1. START [00:00] 

2. END [23:59] 

3. WEEK DAYS ✓ MONDAY 
✓ TUESDAY 
✓ WEDNESDAY 
✓ THURSDAY 
✓ FRIDAY 
✓ SATURDAY 
✓ SUNDAY 

4. OPTIONS     HOLIDAYS 
    INVERT  

16. TIMESLOT 

 

2. CALENDAR 01. JANUARY     DAY 01 
    .... 
    DAY 31 

02. FEBRUARY     DAY 01 
    .... 
    DAY 28 (29) 

12. DECEMBER     DAY 01 
    .... 
    DAY 31 

The holidays are programmed 
separately for every month. 
Use the button “1” to mark all 
holidays – the set holidays are 
presented with “✓” symbol in 
front of. 

NOTE! 
Timeslot numbers: 
Eclipse 32: 0-8 
Eclipse 99: 0-16 
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To the 9. DEVICES Menu 

 

NOTE!  
Use buttons: 

  to DISABLE 

  to ENABLE 

8. COMMUNICATION 1. DIGITAL COMM 1. OPTIONS ✓ ENABLE DIALER ✓ BLIND DIAL 
    TLM ENABLE  ✓ ALTERNATIVE 
    TLM ALARM      PSTN REP. MAIN 
    PULSE DIAL      AJAX REP. MAIN 
 
 

2. ATTEMPTS [1-9; 4] 

3. TEST MESSAGES 1. TIME 

 

[00:05] 

2. PERIOD 

 

[000-255hours; 024] 

4. FAULT DELAY [000-255min; 000] 

5. PHONES 1. PHONE 

 

1. PHONE NUMBER 

 2. Protocol [CID / SIA] 

 

 

3. MESSAGES TYPE 

 

3. MESSAGES TYPE 
✓ ALARM & RESTORE 
✓ TAMPER & RESTORE 
✓ PANIC & AMBUSH 
✓ FIRE ALARM 
✓ ARM, DISARM, BYPASS 
✓ MEDICAL ALARM 
✓ TROUBLE & RESTORE 
✓ SPECIAL 

4. ARES 

 

4. PHONE 

6. UDL 2. PC ID 

PHONE 

[1234] 

5. OPTIONS 

PHONE 

6. RINGS 

PHONE 

[00-99; 4] 

    ANS.MACHINE 
✓ MODEM ENABLE 

2. Voice Dialer 1. VD Options 

2. VD MSG REP 

4. VD LANGUAGE 

5. VD PHONES 

✓ VD Report ENB 
✓ VD Manage ENB 
    SKIP SITE NAME 

[0-9; 3] 

[00-99]; [00 - English] 

1. PHONE 

 
8. PHONE 

1. PHONE NUMBER 

 

4. AREAS 

 

VD languages: 
[00] - English 
[01] - Portuguese 
[02] - Italian 
[03] - Romanian 
[04] - Greek 
[05] - Persian (Farsi) 
[06] - French 
[07] - Turkish 
[08] - Serbian 
[09] - Spanish 
[10] - German 
[11] - Bulgarian 
 
 
 

 

3. MESSAGES TYPE 

 

For the digital communicator and 
the voice dialer  

(the “ARM, DISARM, BYPASS” 
message type is not enabled by 

default for the voice dialer) 
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To the 1. MAINTENANCE Menu 

 

 

1) The menus are accessible only for LED Keyboards. 
2) The menus are accessible only for proximity card readers [PRX ]. 
3) The menus are accessible only for Eclipse WL wireless expander [WEXP]. 

1) 

2) 

3) 

NOTE!  
Use buttons: 

  to DISABLE 

  to ENABLE 

9. DEVICES 01. DEVICE [MAIN] 1. ID 

2. AREAS ✓ AREA 1 
    AREA 2 
    …. 
    AREA 16 

7. ARM MODE A 

6. LED Relocation Number of Zone 

8. ARM MODE В 

 

In the menus are set combinations of operation in the 
areas – arming type and/or disarming for every area. Use 
the buttons to set the respective operation: 
 

Button Operation Indication 

[0] No change of the Area state [*] 

[1] Disarming [d] 

[2] Full ARM [f] 

[3] Stay ARM [s] 

[4] Sleep ARM [S] 

 

[s*******] 

[S*******] 

6. WL Device 

 

Number of a device 

7. WL Remote 

 

Number of key fobs 

Supported wireless devices BRAVO Series: 
 

Device Description 

PIR Wireless motion detector 

MC Wireless magnetic contact 

FLD Wireless flood detector 

FIRE Wireless fire detector 

SIRN Wireless outdoor siren 

REMT Remote key fob 

 
 

 

* NOTE 
When the option EN50131 G2/G3 is enabled, the system 
automatically sets the following: 
3. OPTIONS: CONFIDENTIAL and CONF EXIT are 
always enabled 
 
Option MAIN SCREEN is available for LCD Keyboards 
only. 

4. RESOURCES 

02. DEVICE [NAME] 

NOTE! 
Available areas: 
Eclipse 8+: 1-3 
Eclipse 16: 1-3 
Eclipse 32: 1-8 
Eclipse 99: 01-16 
 

1. ID 

2. AREAS ✓ AREA 1 
    AREA 2 
    …. 
    AREA 16 

3. OPTIONS*     CHIME 
    HIDE ZONE INFO 
    CONFIDENTIAL 
    CONF EXIT 
    MAIN SCREEN 
 

4. RESOURCES 

5. COMM QUALITY 

31. DEVICE [NAME] 


